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the extreme left side of the vehicle shall, at a distance of 25 feet
ahead, project higher than a level of 3 inches below the level of the
center of the lamp from which it comes.
3. In no event shall any of the high intensity of such lowermost
distribution of light or composite beam project higher than a level of
42 inches above the level on which the vehicle stands at a distance
of 75 feet ahead.
(c) Where one intermediate beam is provided, the beam on the
left side of the road shall be in conformity with (b) (1) of this Sec-
tion except when arranged in accordance with the practice specified
in (e).
(d) All road-lighting beams shall be so aimed and of sufficient
intensity to reveal a person or vehicle at a distance of at least 100
feet ahead.
(e) Every new motor vehicle other than a motorcycle or motor
driven cycle, registered in this State after January 1, 1949, which has
multiple-beam road-lighting equipment, shall be equipped with a
beam indicator which shall be lighted whenever the uppermost dis-
trihution of light from the head lamps is in use and shall not other-
wise he lighted. Said indicator shall be so designed and located that
when lighted it will be readily visible without glare to the driver of
the vehicle so equipped.
SECTION 148: Use of Multiple-beanm Road-lighting Equipment. -
(a) Whenever a motor vehicle is being operated on a roadway or
shoulder adjacent thereto during the time specified in section 129,
the driver shall use a distribution of light, or composite beam, di-
rected high enough and of sufficient intensity to reveal persons and
vehicles at a safe distance in advance of the vehicle, subject to the
following requirements and limitations:
(b) Whenever the driver of a vehicle approaches an oncoming
vehicle within 500 feet, such driver shall use a distribution of light
or composite beam so aimed that the glaring rays are not projected
into the eyes of the oncoming driver; and in no case shall the high
intensity portion which is projected to the left of the prolongation of
the extreme left side of the vehicle be aimed higher than the center
of the lamp from which it comes at a distance of 25 feet ahead, and
in no case higher than a level of 42 inches above the level upon which
the vehicle stands at a distance of 75 feet ahead.
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